
DOMINION ENERGY NOTES 
1. DEVELOPER NEEDS TO CONTACT DOMINION ENERGY PRECONSTRUCTION DEPARTMENT PRIOR TO

BREAKING GROUND FOR GAS SIGN UP. JEFF BURTON 435-674-6157

2. DEVELOPER WILL BE RESPONSIBLE TO GET ALL COMPACTION TESTS DONE AT DEVELOPER’S EXPENSE.

3. IF CASINGS/CONDUITS ARE NEEDED, THEY ARE TO BE INSTALLED BY DEVELOPER AT THEIR COSTS. A MAP
WILL BE AVAILABLE AT DOMINION ENERGY FOR CASING LOCATIONS (1155 E 350 N - ST GEORGE).

4. ALL OF THE 10 FOOT UTILITY EASEMENTS BACK OF SIDEWALK WILL BE GRADED, AT FULL 10 FOOT WIDTH,
TO WITHIN 6 INCHES OF TOP BACK OF CURB BEFORE GAS LINES WILL BE INSTALLED. **NO RETAINING,
ROCK, OR BLOCK WALLS MAY BE CONSTRUCTED ON/IN A PUE **DEVELOPER WILL BE RESPONSIBLE FOR
THE COSTS OF ANY GAS LINES TO BE LOWERED AND/OR RELOCATED AFTER INSTALLATION. **

5. ALL TRENCHES SHALL BE BACKFILLED AND ALL DEBRIS, CONSTRUCTION MATERIALS AND EXCESS DIRT
PILES SHALL BE CLEARED AWAY.

6. PROPERTY LOT LINES, BACK OF CURB AND GRADE MUST BE STAKED BY DEVELOPER BEFORE GAS WILL BE
INSTALLED.

7. POWER, WATER, SEWER LINES, CULVERTS OR OTHER HAZARDS NOT CLEARLY NOTICEABLE SHALL BE
STAKED BY DEVELOPER.

8. FAILURE TO COMPLY WITH THE ABOVE NOTES WILL RESULT IN DELAY OF SERVICE TO THIS PROJECT.

9. CONTACT CRAIG HANSEN, 435-674-6144, AT LEAST TWO (2) WEEKS PRIOR TO BEING READY, FOR
SCHEDULING OF INSTALLATION.

10. **IMPORTANT NOTICE** GAS WILL BE PUT ON THE SCHEDULE FOR INSTALLATION WHEN POWER
TRENCH IS BURIED, STREETS ARE WITHIN 6 INCHES OF SUB-GRADE AND THE 10 FOOT UTILITY
EASEMENT IS GRADED TO TOP BACK OF CURB.

11. HIGH PRESSURE GAS NOTE:

IF HIGH PRESSURE GAS LINES ARE LOCATED IN OR NEAR YOUR DIGGING AREA: BEFORE DIGGING PLEASE
CALL: BRYAN WARD 435-559-6547.
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